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This luminaire is intended for emergency illuminance of escape ways and illuminance of the safety mark for the 

emergency escape ways (in administrative buildings, business centers, theatres, schools, hospitals, industrial objects 

etc.). The luminaire is suitable only for use in interiors. 

                                                      

   
 

 

 

   
 

 

   
                                                                                                                                                                   

 

 

INSTALLING THE LUMINAIRE 

VERSIONS 

1. 2. 
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Loosen the screw (1x). 

Dimensions of the mounting holes 

The mounting holes 2x 

3. 4. 

5. 6. 

7. 
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                A symbol on the product or its packaging indicate that this product should not go into household waste. It must be taken to the   

                   collection point of an electric and electronic equipment recycling facility. By making sure this product is disposed of properly, you   

                   will help prevent the negative effects on the environment and human health that would otherwise result from inappropriate disposal   

                   of this product. 

 

 

 

 

 

 

 

 

 

 

Tighten a screw (1x) with a moment max 0,5Nm. 

STANDARD FEATURES 

 

Self-adhesive legends (use as needed). 

8. 9. 

10. 
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SETUP OPTIONS EMERGENCY LUMINAIRE 

 

 
 

NOTE: To activate the new switch settings you must disconnect the luminary from Mains. 
 


